	IMIVF13.1
Set up, test and use oxyacetylene in automotive applications

	[image: ]


Overview

This standard is about the safe setting up, testing and use of oxyacetylene in automotive applications.

Performance criteria

You must be able to:

P1
‍ 
select and use suitable personal protective equipment throughout all activities 
P2
‍ 
work safely at all times, complying with health and safety, and other relevant regulations and guidelines 
P3
‍ 
confirm that the oxy-fuel assembly is correctly **set up** prior to use and ready for the heating activities to be carried out 
P4
‍ 
manipulate the heating equipment safely and correctly in line with operational procedures 
P5
‍ 
use cutting equipment to make straight through section cuts
P6
‍ 
carry out the necessary checks to the vehicle and surrounding areas to ensure correct operation and safety 
P7
‍ 
deal promptly and effectively with problems within your control and report those that cannot be solved to an appropriate person 
P8
‍ 
safely ignite and shut down the equipment to a safe condition on completion of the heating/cutting activities 
P9
‍ 
safely replace empty gas cylinders observing the necessary health and safety requirements
‍

Knowledge and understanding

You need to know and understand:

Legislative and organisational requirements and procedures
K1
‍ 
the current health and safety legislation and workplace procedures relevant to workshop practices and personal and vehicle protection 
K2
‍ 
safe working practices and procedures for using thermal equipment in line with British Compressed Gas Association (BCGA) codes of practice
K3
‍ 
your workplace procedures for: 
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